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DETAIL ESTIMATE FOR INTERIOR, FURNISHING & ELECTRICAL WORK FOR   UCO  BANK   BRANCH AT  BAHADURGARH DISTT. JHAJJAR (HARYANA) 





Grand Summary

S.NO.


SUB HEAD




           AMOUNT (Rs.)

A.          CIVIL WORK





     :

B.          FURNISHING WORK




            1.1
      Partition





      :   

            1.2             Doors/windows 




      :     

1.3             Working Counters 


     
      :       

1.4             Furniture & Fixture table



      :   

1.5             Texture/Painting work



      :    

            1.6
      False celling
               
                
      :   
       TOTAL

 A



      :  
C.

    ELECTRICAL WORK




2.0
      Electrical





      :     

            3.0             Electrical
Fittings & Fixtures 


      :    
            4.0             Lan Cabling & UPS Wiring                                       :    
TOTAL                B



    :   

       D.

    A.C  FIITINGS

 


   :     
     



                 
 ----------------------



     GRAND   TOTAL  AMOUNT (A+B+C+D)           :  
           ---------------------------






               SAY  RS. 

Rs      
  Lac

Thousand  
   hundred          Only


SIGNATURE OF ARCHITECT
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S.No.
  Item Description


         Unit
Qty.
   Rate      Amount


  A         CIVIL WORK 
   

1.1      Brick wall 9” thk. laid in cement sand 

            mortar 1:4. in super structure.

           A.T.M (7’-9” + 10’-9”x11’-6”)
        Sqft.        213           
       

1.2      Both side plaster including plastic 

           emulsion paint on walls in A.T.M                 Sqft.        213           
         

1.3      Providing Rolling shutter in A.T.M 

Size(  7’x9’)                                                 ………….L.S…………..     

            


A
                     
 TOTAL


        :                

B
FURNISHING WORK


 1.1       PARTITION WORK


   i)       FULL HT. SOLID PARTITION(RECORD ROOM)
      Providing and fixing full height solid     



             
     partition having overall thickness of 3” 

            approximate out of vertical  and horizontal

            frame work of 2” x 2” hard wood member  

           (1st class) at max. distance of 2”-0” approx

           c/c both ways. Fixing 8mm thick 

           commercial  ply on  both Sides with 1.0mm

           laminate on  top in Approved shade with 

           groove  pattern as per architect instruction.   Sqft .    480              

  ii)       CASH CABIN  PARTITION: - 





              

Providing and fixing partition up to 7’-6”.

            All exposed woodwork to be melamine

            polished  with aluminum  jali at side& top.

Godrej Night catcher. Steel sheet 15 gauge 

to be placed in  between  two board for 

security purpose. All as per Drg& approval 

of  the architect/ Employer.      

Sqft.
120
      

iii)      LOW  HEIGHT  PARTITION: - 







 
Providing and fixing straight / curve 

            Low height partition up to 4’-6” High 

            (glass above 3’-0") includes steam 
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------------------------------------------------------------------------------------------------------------

S.No.
Item Description


            Unit
   Qty.
     Rate      Amount
------------------------------------------------------------------------------------------------------------

beach wood edging of size 3” x 1 ½”         
            at the exposed Edges of the partition. 

            All exposed woodwork to be melamine  

            polished. All as per Drg. & approval     
   

            of the architect/ employer. 

               Sqft.
  260
   190/-
       

1.2     DOORS / WINDOWS






           
          Providing and fixing 1 ½” thick (approx.)

          Door of size as per following. Door of 

          solid core of Block board construction 

          with well matched  1st class commercial

          ply (exterior grade) with vertical grains 

          or cross bands on both faces of shutter 

          sealed with steam beach wood edging 
          slip of finished section 1 ¼” x ¾” (appox.) 

          around  and  finished  in 1.0mm   thick 

          laminated of approved shade on both sides. 

          Shutter hung  on 2/3 nos. heavy – duty 

          brass butt hinges of size 100 x 5.5mm 

          with brass screws etc. All exposed

          woodwork to be melamine polished. The 

           item  inclusive  of  lock ULTRA C2  of 

          Godrej  make with both sides keys (basic

          rate of key 1150/- each excluding tax)

          compete in all respect. all complete as per

          approval and incrustation of the Architect

          / employer.

  a)     Cash cabin (2’-6” x7’-6”) with 8mm thk.         Sqft.      18.75             

  b)     Record room& customer area cabin door     

          (2 x 3’-0” x 7’-6”)            

             Sqft.       45
    

  c)     Flap door  ( 3x 2’-3” x 4’-6”)                            Sqft       20.25
          

  d)    Anodized main entrance aluminum door  

          having section 2 ½” X 2” with 16 gauge

          complete with all necessary fittings 

 Size  (7’-0” x 8’-6”)           

             Sqft.
   60
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1.3   WORKING COUNTERS


i)   Providing and fixing of cash counter in 

     split lvls. 18” & 2’ wd. Each.Upper lvls. 

     Having 20 mm thk., granite (shade/ colour

     as approved by architect)glued other approved

adhesive of 19 mm th. Block board topEdges

of 18” wide counter shall be do.With granite

& shall be rounded & machine polished.

Lower counter shall be made  of 19 mm th.

Block board & finished in 1.0 mm Exposed 

edge having steam th. laminate. beach wood

edging of  size 1 ½” X 1”. Vertical face shall 

have 19mm thk. block requirement of  design. 

All exposed surfaces Shall be finished with 

1.0mm thk. laminate of approved  shade & 

color. The items includes1 no. prefabricated 

computer keyboard  including  drawer  slides 

12.5” X 22” tray with mouse tray  14” 

telescopic slides  including L-brackets for

 securing to the  table top. Godrej cabinet  to be   

provided  by   bank. Laminate on all including  

space  for   keeping  CPU etc. for each person  

seat. Each drawer shall have locking 

system & 3”long S.S. brushed finished 

handle of  approval make. All exposed 

edges of block  board sealed with steam

beach wood beading of size ¼” X ¾”.

      All beading & exposed wood shall be

      melamine polished & non laminate 

      surface to be enamel painted. All complete

      as per approval & instruction of the  

      architect/employer. 


      (fitted with Night catcher godrej mark)   

R.ft.
5                   

ii)  Providing and fixing Officers & S.W.O 

      top  in split  levels 9” and 2’-0” wide 

      each. Upper levels  having 18mm thick granite 

      (shade/colour as approved  by architect) 

      with half round edge glued with approve 

      adhesive to 19 mm thick block boards and 

       finished in1.0 mm thick laminate. Working 

       top having  steam beach wood edging  of 

       size 1 ½” X 1” Vertical face shall have 19

       mm th. block board over pine wood frame
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S.No.
Item Description


             Unit     Qty.
      Rate      Amount

           work as per requirement of design. All

           exposed edges of block board  sealed with 

           steam beach wood beading of size ¼” X ¾”. 

           All exposed surfaces shall be finished with 

           1.0 mm th. laminate of approved shade. The

            item includes single drawer of  size 1’-0”

X 1’-6” X 6” made of 19 mm th. block 

Board finished in 1.0 mm th. laminate. 

The item includes 1 no. prefabricated key

board tray including drawer slides 12.5” 

X 22” tray with mouse tray 14” telescopic 

slides including L-brackets for securing to 

the table tops. All beading & exposed 

wood shall be melamine polished &

non laminate surface to be enamel painted.

Godrej cabinet to be provided by bank .

Space  of  cabinet is 691mm x 460mmx 

460mm below counter. All complete as

per approval & instruction  of the 

architect/employer.

(fitted with Night catcher godrej make)         R.ft.
   18
     


  1.4     FURNITURE &  FIXTURE TABLES


i) Providing wooden table of manager cabin 

            & officers. All exposed  edge with 19 mm 

            thk. Board & laminate top as per the 

            architect  design finished with the edges 

            steam beach  wood edging. All wood work 

            to be melamine polish and all non 

            laminated surfaces to be finished with to 

            or more coats of spirit polish. All complete 

            including Lock, auto closing hinges, brass 

            catchers, 4” long S.S.handles, S.S studs for 

            adjustable shelving  etc.

T1 (3’-0” x 6’-0” x 2’-6” high(manager)        No .      01         
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  ii)      Providing & placing writing desk/Voucher 







Stand of size and shape as per drawings and 


made of 19mm thick block board finished 


in 1.0 mm  thick laminate. Top having 12


mm thick clear float glass. All exposed edges 


of block board sealed with steam beech


wood  beading  of  size  ¼”  x  ¾”.  All 


beading   and  exposed  wood  shall  be 


melamine  polished  and non-laminate 


surface to be finished with two or more


coats with two or more coats of spirit


polish . All complete as per approval of                    Each      01      

            the Architect/employer.

iii)
Providing & placing notice board size 

           3’ x 4’as  required/directed(matching with 

           the panel of the cabin) made of 19mm thk 

           steam beach wood section, concealed

           hinges, locking arrangement, and glass of 

           (5.5mm th.)softboard with cloth .  

           Each       01



All complete as per approval of architect.

iv)       Providing & placing cheque drop box  (overall 

              size 450mm x 300mm x 750mm high) made of 

               19mm thick phenol formaldehyde  bonded ply 

               board and the curved portion  at top made out of 

               90mm x 90mm C.P. teak wood section. A slit 

          opening of 10mm x 150mm  is to be  provided 

          at the top of the box. An openable shutter of 

          259mm x 262mm size made of  19 mm th phenol

           formaldehyde  bonded   ply board is to be 

           provided 100mm above finished floor level. All

           the exposed   timber surfaces including all three 

           edges are to be finished with 1.5mm thick 

           laminate sheet (INK- 1032 of M/S Marino 

           or similar approved equivalent), excepting 


 two bands of 50mm wide each(Marigold-10578

          of M/S Marino or similar  approved equivalent)

          leaving a gap at 518 mm  from finished floor level 

          all complete as in drg. Rate to include cost of 

           necessary  hardware fittings e.g. brass hinges, 

          lock,  knob etc. of  approved design and quality.      Each      01
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iv)   Providing & placing complaint box 

           (overall size 450mm x 300mm x 750mm

           high) made of 19mm thick phenol form

          -aldehyde bonded ply board and the curved 

           portion  at top made out of 90mm x 90mm 

           C.P. teak wood section. A slit opening of 

          10mm x 150mm  is to be provided at the 

           top  of the box. An openable shutter of 

           259mm x 262mm size made of 19 mm th 

           phenol formaldehyde bonded ply board is

           to be provided 100mm  above finished floor 

             level. All the exposed  timber surfaces 

             including all three edgesare to be finished 

             with 1.5mm thick  laminate sheet (INK- 

             1032 of M/S Marino  or similar approved 

      
 equivalent), excepting  two bands of 50mm 

             wide each  (Marigold-10578 of M/S Marino

             or similar approved equivalent) leaving a 

             gap at 518mm  from finished floor level 

             all complete as in drg.  Rate to include cost 

             of necessary hardware fittings e.g. brass 

             hinges, lock, knob etc. of  approved design 

             and quality.  

                                        Each        01       

       v)   Providing & fixing side Credenza size as  




  


 required/directed with following spe.: - 


 Outer framework i.e. top, sides, shutters,


 shelving of 19 mm th. Block board. Back


 shall be 8 mm th. Commercial ply. All


 surface exposed to view to be finished with

1.0   mm th. Laminate. All edges of the block

 shall have steam beach wood edging of ¼” 

 X ¾” all complete including lock, auto 

 Closing lock, catchers, 4” long  s.s. handles, 

 & drawer slide etc. Wood work protected 

 with melamine polish. Entire surfaces left 

 without lamination to be finished with to or

 more coats spirit polish. All complete as per

 drawing, approval &  Instructions  of the

 architect. employer. 



     Each      1
     

        vi)  Providing and fixing  7’-0” ht. storage





  ¾ thk. Board with enamel paint inside

  &1mm thk. Mica as/approved by 

 architect & all outer surface  including
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hinges, handles, etc.  complete in all 

respect. size

            (21’-6”x7’-0”)                                                        Sqft.   151         

 1.5    TEXTURE PAINT :-




     a)  Providing and doing texture surface Coating 

         on  walls of approved shade & texture.(Heritage 

         flakes / spectrum). The rates are inclusive of 

         scaffolding  Staging etc. for any height and for 

         plans as well as For architectural surface. All 

         complete as per  approval and instructions of the 

         Architect/ employer. 

 Note: Entire area of wall shall be measured in 

            single  front plane.                     

       Sqft.     2500        

b)  Painting work of  verandah & recordroom

        Furnishing of walls & roof with three coats 

of Plastic emulsion paint (Asian, Berger, 

Nerolac, Shalimar etc) of approved shade 

approval and instructions of the Architect

/ employer. The rates are inclusive of 

  scaffolding Staging etc 
                                Sqft.  1500       
  

1.6  FALSE CEILING  

 Providing and fixing suspended false Ceiling 

 In Gypsum board tiles of size 600mm x 600mm.

 A concealed grid system consisting of main 

 runner spaced at 600mm center to center securely

 fixed to the structural soffit / slab by nonius 

 hanger at not exceeding 900mm center.Main 

runner shall be fixed to the Z-section / T-section 

by performed clip. White zinc coated perimeter 

angle profiles A-ser-15/B 25 mm x 15mmx 8mmx

15mm / A-RWL 24mm x 24mm x 0.6mm shall be

provided at the adges. Perimeter  wedges  shall   

be used  to prevent   the   opening  of   panel joint.

    Transverse joints shall be supported by T-section

   / L-section/ spines. 19mm thick tile panel with 

    approved fixing method. All completed as per 

    manufactures  specification. Item includes GR 

    gypsum  board  ceiling (to avoid the cutting of 

    tiles  wherever  required) complete in all Respects,

    finished with layer up to of   3.00mm thickness of 
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 Veneer Plaster followed by two coats of topcoat 

 (primer) at the face of board to plastic emulsion 

 paint (Roller finish) of approved shade and make

       shall be  applied. Rectifying all defects,  and 

      cracks formed During the  construction  

       period  before handling over the work 

      complete. The rates shall  include for 

      necessary   supports, Scaffolding, Labour.  

      All complete as per drawing approval &

       instruction of the Architect / employer.
             Sqft.     825
     

       Note: - Horizontal surface shall be measured

        for the Purpose of payment.




B   
                          TOTAL
:
                     Rs  
C    ELECTRICAL  WORK

 2.0    ELECTRICAL






        
2.1  Wiring for the following light points With 1.5 

      Sq.M PVC insulated stranded Copper conductor

      wire in concealed PVC Conduits in walls/ceiling 

      as  Directed  including 1/18 SWG insulated 

      Copper  earth wire complete as required. Item

      includes outlets box, 5amp modularType switch/

      socket/bell push with   matching Plate of 

      approved colour and  shade.

a)    One point controlled by one 6amp switch             Nos.
   6
   

b)   A set of two points controlled by one 
              Nos.
   6
   

        6-amp switch.

c)    A set of three points controlled by one                  Nos.
   8
  

       6 amp switch

 2.2 
Providing and laying for 5amps light 






   
Plug  outlets  with  2 x  3/22  copper 

   
Conductor PVC insulated 650V grade 

  
wire in concealed   PVC conduits in 

  
wall/floor as  directed including 1/18 

  
SWG insulated copper earth wire 

  
complete as required . Item includes 

   
outlet box , 5amp modular type switch/

  
Socket with matching plate of approved 

  
color and shade. 



 Nos.
    6
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  2.3  
Wiring for 15 amps power outlet points




  

   
With 6sq.mm. PVC insulated stranded 

   
 copper conductor wire for the second 

  
 outlet, in concealed PVC  conduits in 

  
 walls/floor  as  directed   including  

    
earthing  the  third  pin  complete including

    
chrome plated outlet boxes, 1 no.switch

  
(push button)and 1 no. Socket of  15amp.

  
5 pin(modular type)With matching plate

  
of approved shade As required. 

   
 (Two power outlets shall be  connected


   
 on each circuit)                      

     
 Set
    4
      

  2.4 
Wiring for telephone outlet points with 







    
2Pair x 0.51 sq.mm PVC insulated PVC 

    
sheathed copper conductor taped telephone

   
wires in concealed PVC conduits in false 

    
ceiling/ wall/ceiling as directed including 

making connection in the outlet  boxes and

 in Tag Blocks including all fixing  Item 

includes 72mm x 90mm x 50mm deep 

flush GI box duly recessed in wall 

complete with RJ-11 jack outlet etc.

   
complete  as required.         

   
  Nos.      4            

  2.5   
3-Phase 4-way D/B TPN of Havells make 

     
with MCB,s 10 Amp. to 16 Amp. /20 Amp.

     
for  supply lights, AC’s glow sign Board .      No.
      1         

ELECTRICAL FITTINGS & FIXTURES

 a)       Square modular light fitting suitable                Nos
    15
     

           for 4 x18 watt Ref. Phillips Cat No.  

           TBS 088M4XTLD18WIC  05(size 2’x2’)

 b)       1x20 watts PL E/T CFL lamp  fitted in                                                                                                     

           recessed light fixture as per Phillips cat No:  
 Nos
    11


           FBH 120XPLC/2PIOW  1240 v

 c)        Providing and fixing speakers including

            wiring with 1.5 Sq.m.  PVC insulted 

            stranded copper Conductor wires in 

            concealed or Exposed PVC conduits as 

           directed  Including earthling complete 

            as Required.                                                       Nos
     3
     

d)       Providing and fixing Wall mounted fan


           Including wiring with 1.5 Sq.M. PVC

           insulated stranded copper Conductor 


-11-


S.No.
Item Description


   
Unit     Qty.
   Rate        Amount



          wires in concealed or exposed PVC 

          conduits as director  including earthing           
Nos
9


           complete as required.     

e)      Design, manufacturing, supplying, Installing, 

         tasting & commissioning  of the following 

         cubical type 2mm Thick sheet steel encloser 

          fully Recessed type, TPN Miniature Circuit 

         Breaker Distribution Boards Duct proof, 

         verm in proof, with hinged and lockable 

         doors complete with DP ELCB and inter 

         re-connection with  copper wires, or copper

         tapes, cable glands / conduit, entry bushes, 

         bonding to earth  and painting. ELCB shall 

         be suitable for  tripping in case of over 

         current and short  circuit also.

e(i)    Sheet metal enclosed 8 ways TPN DB each

          phase consisting of 8 nos. of 10/20 amps

          SP Mcb’s and each phase controller by one 

          Numbed 60 AMP DP MCB Isolated plus 
Nos.
 01
  

          100 MA 63 A DP ELCB backed with 60A

          HRC fuse fitting. 

e(ii)    Sheet metal enclosed 12 way SPN DB 

          consisting of 12 nos. of 10.12 amps SP 

          MCB’s & controller by one number 40

          AMP DP MCB isolated plus 100 mA

          40 A ELCB backed with 40 A HRC 
         R.mtr       01
  

          fuse fitting.

f)        Fabrication, Supplying, Installation,

          Testing & Commissioning of Automatic

          Change over system complete with

          Supplying & Fixing the following 

          Accessories housed in self-supported

          Wall mounted, front operated, vermin

          Proof cubical type Distribution board 

           Made out of 14 gauge M.S sheet with

           Hinged and lockable doors complete

         Supplying & fixing following accessories 

           i/c. painting, interconnections etc. 

           complete as required.
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          INCOMING

         100      A      4      pole      MCCB      

          with   front  operating handle                             1           No       

          100 A TPN CU Bus bar                                     2           Set
 

          OUTGOING 
          63 A TPN MCB       2 Nos.        
           01   
 Each  


4.0      LAN CABLING & UPS WIRING

4.1        Electrical wiring for UPS input-output: -  






P/F 32 amp. Wiring with 2 DP’s of 32 

amp.From D/B to the location of UPS/

UPS room  for input & output power 

supply with 2 runs of 4 mm sq. & one 

run of 1.5 sq. mm as earth wire multi-

stand PVC copper wires, with DP

switches /Power pt. i.e. switch-socket.            Nos.         6     


4.2        UPS Points: -  







P/L & testing electrical three point  wiring

having individual circuits for computers 

with   mm 2 multi stand copper PVC wire in

unbreakable PVC conduits 25 mm dia wall

thickness 2 mm thick with special under

floor/wall & above falls ceiling including

chase cutting, disposal of malba away from 

the site & repair of the same with cement 

mortar, incl. switches & socket M.S. switch

boxes with rust proof  treatment size to 

accommodate the required  nos. of modular

switches, socket etc. & plate  type sockets 

with indicator three in one plate including 

            earthing with 1.00 mm 2 multi stand wire

            complete in all respect

            Set of 6 amp. 4 sockets & 4 switches 

  Sets        7         

4.3        Earthing: -  

Supplying & installation (Testing, 

connection & commissioning with 2.5 

sq. mm earth wire) of  earth stations for 

computers with 600 mm X 600mmX 3 mm

th. copper plate electrode complete with

25 mm dia. “B” class G.I. pipe for watering

including funnel, 30 cm x 30 cm x 30 cm 
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masonry chamber with precasted RCC 

cover/C.I. cover complete with salt & 

charcoal filling (as per IS : 3034- 1987)

 incl. copper strip 1” wide 4 mm th. 

with copper base plate up to UPS cabin          Nos.        1       

4.4    Providing.  Fixing,  cramping   & 

           Commissioning CAT –VI/Lucent/D-Link 

           computer networking Cable in  PVC 

           conduit in floor or wall from server  room 

           to each table with I.O.’s of D-Link (Socket) 

           with copper base plate up to UPS cabin            Nos.       6       

4.5       Supplying of plate chords for computers 

            1 m & 2 m lengths.
            Nos.       6           

4.6     Connectivity for the VSAT/Lease lines 

           (material & labour) – P & F of 40 mm 

           PVC conduit of  ISI make including data 

           cable of D-Link & RJ – 45  Complete for

           connectivity
           Mtr.       50         

  4.7      Changeover 32 amps. Double phase 
           Nos.      1          

             for UPS complete in all respect.






                  C          
        TOTAL     :     
           Rs.   


D.        A.C  FIITINGS
          Provision of A.C. point with 4.5mm wire




  

          With necessary fixture i.e. A.C.  box,

          provision of copper pipe (conduit & Drainage

          pipe. Complete all the Point all respect. 
    4         Nos.      4,000/-       

            

	   ISSUED TO M/S_______________________________
                                                   TENDER    DOCUMENT

        FOR

 INTERIOR, FURNISHING

 & ELECTRICAL WORK

UCO BANK’S 

AT

BAHADURGARH
OFFICE OF THE

DEPUTY GENERAL MANAGER 

UCO BANK, Z.O. S.C.O. NO. 55-57, 1st FLOOR,

SECTOR 17-B, CHANDIGARH - 160017

ARCHITECTS: 

M/S DESIGNO GRAPH 

1144-D, MAHESH NAGAR

NR. ARORA BOOK CORNER 

AMBALA CANTT 

MOBILE  : 098960-52127 









